
   
   
 

 

 

 Copper Tungsten is used as electrode material to EDM carbide or other exotic materials 

 

 70/30 grade is 70% tungsten & 30% copper and is the most common when EDMing 

 

 60/40 & 75/25 grades are also available for specific applications in addition to ELKONITE®   

 

Orbiting Taps 

Size Pack Copper Tungsten 

4-40 ea T37150 

5-40 ea T37151 

6-32 ea T37152 

8-32 ea T37153 

10-24 ea T37154 

10-32 ea T37155 

1/4-20 ea T37156 

1/4-28 ea T37157 

5/16-18 ea T37158 

5/16-24 ea T37159 

3/8-16 ea T37160 

3/8-24 ea T37161 

7/16-14 ea T37162 

7/16-20 ea T37163 

1/2-13 ea T37164 

1/2-20 ea T37165 

9/16-12 ea T37166 

9/16-18 ea T37167 

5/8-11 ea T37168 

5/8-18 ea T37169 

3/4-10 ea T37170 

3/4-16 ea T37171 

 

Orbiting Taps (Metric) 

Size Pack Copper Tungsten 

M3 x .5 ea T37200 

M3.5x .6 ea T37201 

M4 x .7 ea T37202 

M4.5 x .75 ea T37203 

M5 x .8 ea T37204 

M6 x 1 ea T37205 

M7 x 1 ea T37206 

 M8 x 1.25 ea T37207 

M10 x 1.5 ea T37208 

M12 x 1.75 ea T37209 

M14 x 2 ea T37210 

M16 x 2 ea T37211 

M18 x 2.5 ea T37212 

M20 x 2.5 ea T37213 

 

 

   

70/30 COPPER TUNGSTEN 

TAPPING ELECTRODES 
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